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I . An ice fishing display device for use with an ice fishing tio-up with a base 
assembly [with a fishing line] and a tip-up flag [^^tipmp] ami mounted to the base 
assembly comprising: 

a [^^^^tefp^f] reflective enclosure containing a [flaslBiig] light source and a 
tiltable switch such that said [4S»r^ light source is electrically connected to said 
tiltable switch, and said reflective enclosure [i ma»i^=jJ 44m^ ^ ^i j 

rrr, an d a rofl ccti iie^enibiqin e-^ m ; em , i iclocuro cxioh thoUths - 

I can be seen by othe rs when shmed upon with lights to verify location of 
said flag arm position f opiuiiB*m:. ]' 

a power source detachably mounted to the base assembly, wherein said power 
source includes a detachable connection to sai d light source phaving n n nr« rr.t.tn^r.; r^^ 
batteiy,raJ3i attery sockRt, anrt having a - conncct oi' seok e t protrud ij^guautsi de o 

.OOid POWOr OOUrCQ hv f y i Vuii^nliTy \r>rnrfir.^ f^^j^ pl^^ f^fp ^^^^ ^^ ^ ^^j. ^^^^-^^ 

said power a e urcc caiii^c uliu^iged] ; and 

an electrical ^$9«dieQf^dete4] connection to said light source, tiltable switch and 
power source wherein conductors have connection to said flag arm with removable 
fasteners along the len gth of said flag arm ^ . n .. .^ ... . . i ^'i^^-'^h il^jr^ gg^ 

^laeeBAeBa ^i^wH'lf^ j ^fa^ i , ■ ■ j 1^ ^.,^^^.^^ ^^ m n nntfrrt i t i lnnc iU Igpj j lh 
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whereby when a fish strikes, said tip-up aim is released from a lowered 
position and said titlable switch electrically connects to said power source to said 
enclosure so that said pj^sg] light source illuminates to signal a user of a fish strike. 

2- An ice fishing display d evice for use with an ice fishing tip-up with a base 
assembly and a tip-up flag arm mounted to the base assembly comp rising: 

a reflective enclosure containing a light s ource and tiltable switch such that said 
light source is electrically connected to said tiltahle switch, and said reflective enclosure 
can be seen by others when shined upon with li ghts to verify location of said fla^ arm 
position: 

a power source: and 

an electrical connection means to said hght source, tiltable switch and power 
source within said reflective enclosure, 

whereby when a fish strikes, said tip-up ann is released from a lowered positinn 
and said titlable switch electrical ly connects to said power source to said enclosure so that 
said light source illuminates to signal a user of a fish strike. 
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Application/Control Number: 10/066,267 
Art Unit: 3643 


Proposed Claims: (Amended and New) 


1. An ice fishing display device for use with an ice fishing tip-up with a base 
assembly and a tip-up flag arm mounted to the base assembly comprising: 

a reflective enclosure containing a light source and a tiltable switch such that said 
light source is electrically connected to said tiltable switch, and said reflective enclosure 
can be seen by others when shined upon with lights to verify location of said flag arm 
position; 

a power source detachably mounted to the base assembly, wherein said power 
source includes a detachable connection to said light source; and 

an electrical connection to said light source, tiltable switch and power source 
wherein conductors have connection to said flag ami with removable fasteners along the 
length of said flag arm, 

whereby when a fish strikes, said tip-up arm is released fi-om a lowered position 
and said titlable switch electrically connects to said power source to said enclosure so that 
said light source illuminates to signal a user of a fish strike. 


\ 0 ^2. An ice fishing display device for use with an ice fishing tip-up with a base 

assembly and a tip-up flag arm mounted to the base assembly comprising: 

a reflective enclosure containing a light source and tiltable switch such that said 
light source is electrically connected to said tiltable switch, and said reflective enclosure 
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can be seen by others when shined upon with lights to verify location of said flag arm 
position; 

a power source; and 

an electrical connection means to said light source, tillable switch and power 
source within said reflective enclosure, 

whereby when a fish strikes, said tip-up arm is released from a lowered position 
and said titlable switch electrically connects to said power soxirce to said enclosure so that 
said light source illuminates to signal a user of a fish strike. 
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